Fiilex P360 Pro Plus Portable LED Light

**FEATURES**

- 400W equivalent (3300W output)
- 2800K-6500K continuous tuning
- ≥95 CRI
- 100-240V AC, 50/60Hz (In) / 24V DC, 90W max.
- 3-channels: Intensity, CCT, Hue
- Active Cooling

**PHOTOMETRIC DATA**

<table>
<thead>
<tr>
<th>Distance</th>
<th>10' (3.0 m)</th>
<th>30' (9.1 m)</th>
<th>50' (15.2 m)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Beam Angle (50% of center value)</td>
<td>30°</td>
<td>60°</td>
<td>90°</td>
</tr>
<tr>
<td>Beam Diameter</td>
<td>11.0 in [28 cm]</td>
<td>22.0 in [56 cm]</td>
<td>33.0 in [84 cm]</td>
</tr>
<tr>
<td>Field Diameter</td>
<td>22.0 in [56 cm]</td>
<td>44.0 in [112 cm]</td>
<td>66.0 in [168 cm]</td>
</tr>
<tr>
<td>Foot Candles [Lux]</td>
<td>1999 Lux</td>
<td>2773 Lux</td>
<td>2651 Lux</td>
</tr>
<tr>
<td>Field Angle (10% of center value) = 114°</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Beam Angle (50% of center value) = 65°</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**FULL SPECTRUM**

3000K

5600K

**TUNABLE CCT & HUE**

**EXCELLENT COLOR RENDERING**

<table>
<thead>
<tr>
<th>CCT</th>
<th>R1</th>
<th>R2</th>
<th>R3</th>
<th>R4</th>
<th>R5</th>
<th>R6</th>
<th>R7</th>
<th>R8</th>
<th>R9</th>
<th>R10</th>
<th>R11</th>
<th>R12</th>
<th>R13</th>
<th>R14</th>
<th>R15</th>
<th>CRI sr</th>
<th>CRI sru</th>
<th>TLCI</th>
</tr>
</thead>
<tbody>
<tr>
<td>3000K</td>
<td>97</td>
<td>99</td>
<td>93</td>
<td>98</td>
<td>98</td>
<td>99</td>
<td>97</td>
<td>96</td>
<td>96</td>
<td>97</td>
<td>96</td>
<td>96</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>94</td>
<td>97</td>
</tr>
<tr>
<td>5600K</td>
<td>98</td>
<td>99</td>
<td>99</td>
<td>96</td>
<td>96</td>
<td>97</td>
<td>97</td>
<td>99</td>
<td>96</td>
<td>97</td>
<td>96</td>
<td>96</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>96</td>
</tr>
</tbody>
</table>

Values in this table are typical. *CRI sr is the averaged result of R1 to R8. CRI sru is the averaged value of R1 to R15.

**SPECIFICATIONS**

- Size (without Barndoor) 4" (Diameter) x 4.7" (Length)
- Weight (Includes Yoke) 1.6 lbs / 0.74 kg
- Thermal Design: Dense Matrix LED
- CCT Range: 2800-6500K Continuous Tuning
- CRI: ≥95
- Power Consumption: 90W Max / Comparable in Output to 400W Tungsten
- Power Input: 12 to 30 V DC, 32 to 104°F / 0 to 40°C
- AC Adapter: 100-240V AC, 50/60Hz (In) / 24V DC, 90W max.
Fiilex P360 Pro Portable LED Light

**FEATURES**
- Output 350W equivalent (kWattage), 3000K
- 2800~6500K adjustable
- 12V input
- DMX (0%~100%)
- Spot flood light
- Active cooling
- 100~240V AC, 50/60Hz (In) / 24V DC, 90W max.
- 32 to 104˚F / 0 to 40 °C
- 2-channels: Intensity, CCT, Hue
- Acrylic diffuser included
- 5000K 5700K 6500K 8000K 2000K 3200K 5600K 7500K
- CRI ≥93
- TLCI 90-100
- 12VDC input
- 24VDC power supply
- 65W±15% 75W±15%
- 100~240V AC, 50/60Hz
- 2800~6500K
- CCT 5600K 6500K 3000K 5600K 6500K

**PHOTOMETRIC DATA**

<table>
<thead>
<tr>
<th>CCT</th>
<th>R1</th>
<th>R2</th>
<th>R3</th>
<th>R4</th>
<th>R5</th>
<th>R6</th>
<th>R7</th>
<th>R8</th>
<th>R9</th>
<th>R10</th>
<th>R11</th>
<th>R12</th>
<th>R13</th>
<th>R14</th>
<th>R15</th>
<th>CRi</th>
<th>CRi*</th>
<th>TLD</th>
</tr>
</thead>
<tbody>
<tr>
<td>3000K</td>
<td>98</td>
<td>99</td>
<td>97</td>
<td>96</td>
<td>97</td>
<td>95</td>
<td>90</td>
<td>95</td>
<td>95</td>
<td>96</td>
<td>95</td>
<td>94</td>
<td>96</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
</tr>
<tr>
<td>5600K</td>
<td>95</td>
<td>99</td>
<td>98</td>
<td>92</td>
<td>94</td>
<td>98</td>
<td>94</td>
<td>93</td>
<td>95</td>
<td>95</td>
<td>94</td>
<td>95</td>
<td>93</td>
<td>95</td>
<td>95</td>
<td>95</td>
<td>95</td>
<td>95</td>
</tr>
</tbody>
</table>

**EXCELLENT COLOR RENDERING**

- Full Spectrum: 3000K, 5000K
- Tunable CCT
- CIE 1931

**SPECIFICATIONS**

- Size (without Barndoor): 4” (Diameter) x 4.7” (Length)
- Weight (Includes Yoke): 1.7 lbs / 0.74 kg
- LED: Dense Matrix LED
- Thermal Design: Active Cooling
- CCT Range: 2800–6500K Continuous Tuning
- CRi: ≥93
- Power Consumption: 90W Max / Comparable in Output to 350W Tungsten
- Power Supply: 12 to 30V DC
- AC Adapter: 100-240V AC, 50/60Hz / 24V DC, 90W max.
- Operating Temperature: 32 to 104˚F / D to 40 ℃
- DMX: 2 channels: Intensity, CCT, Hue
**P360 Classic**
Portable LED Light

**FEATURES**
- Output 300-400W (equivalent to a tungsten lamp), power consumption 90W
- 2800 - 6500K color temperature
- Adjustment of 20% to 100%
- No fan noise
- Beam forming is easy due to point source
- Without filter or gel, no light output loss
- IP44 protection
- Accessory with magnetic round universal mount

**FULL SPECTRUM**

**TUNABLE CCT**

**EXCELLENT COLOR RENDERING**

<table>
<thead>
<tr>
<th>CCT</th>
<th>R1</th>
<th>R2</th>
<th>R3</th>
<th>R4</th>
<th>R5</th>
<th>R6</th>
<th>R7</th>
<th>R8</th>
<th>R9</th>
<th>R10</th>
<th>R11</th>
<th>R12</th>
<th>R13</th>
<th>R14</th>
<th>CRI</th>
<th>CRI</th>
<th>TLCC</th>
</tr>
</thead>
<tbody>
<tr>
<td>3000K</td>
<td>96</td>
<td>99</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>97</td>
<td>96</td>
<td>93</td>
<td>93</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>94</td>
<td>96</td>
</tr>
<tr>
<td>5600K</td>
<td>97</td>
<td>99</td>
<td>98</td>
<td>93</td>
<td>95</td>
<td>97</td>
<td>94</td>
<td>91</td>
<td>79</td>
<td>94</td>
<td>92</td>
<td>94</td>
<td>96</td>
<td>99</td>
<td>94</td>
<td>95</td>
<td>95</td>
</tr>
</tbody>
</table>

☆アクセサリー同梱

**PHOTOMETRIC DATA**

**SPECIFICATIONS**

- **Size (without Barn Door):** 4" (Diameter) x 4.7" (Length)
- **Weight (with Yoke):** 1.83 lbs / 0.83 kg
- **LED:** Dense Matrix LED
- **Thermal Design:** Active Cooling
- **CCT Range:** 2800-6500K Continuous Tuning
- **CRI:** ≥93
- **Power Consumption:** 90W Max
- **Power Input:** 12 to 30V DC
- **AC Adapter:** 100-240V AC, 50/60Hz (In) / 24V DC, 90W max
- **Operating Temperature:** 32 to 104°F / 0 to 40°C